
The Colosseum pedal was designed 
with input from the Cornerstone 
Community. We are proud to present 
this pedal:

A dual overdrive pedal based on my 
interpretation of the Blues Breaker 
and Klon circuits. Please note: the 
Colosseum is not a copy of these 
circuits.

Current Consumption: 
200mA

Input Impedance: 
1M

Output Impedance: 
10k

Dimensions: 
4.7 in x 3.7 in x 1.66 in 
(119 mm x 94 mm x 42 mm) BU
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DISCOVER THE COLOSSEUM STARTING HERE:THE KLON WITH SOME
EXTRA MAGIC
The Klon side stayed pretty much the 
same, except for one important detail: 
the clip blender.

With this blend feature you have a wide 
range of tonal flexibility going from full 
Germanium to full Silicon, an entirely 
new flavor of Klon at your feet, all while 
still being able to harness the sound of 
the original.

BLUESBREAKER ON
ANOTHER LEVEL
On the BB side there is no clipping 
diodes. This fixes the common “issues” 
that affect a classic BB, such as low 
volume and dark tone.

I also added our “signature” Clean 
control taken from the Gladio, to add 
the clean sound on top of the overdriven 
signal for more tonal versatility.

You can use the sides 
independently or put 
any other pedal in 
between.

4 JACKS

At the top you have 4 
jacks to connect each 
side of the pedal with 
your favorite looper.

A little toggle switch will 
change the order of the two 
channels very easily for a 
lot of tone variations!

Normal Use
Simply turn on/off each 
channel by pressing 
the footswitches.

Direct Stack
With both channels off 
press and hold any 
of the two footswitches 
to turn on both channels 
simultaneously.

Flip Flop
When using any of the two 
channels, press and hold 
any of the two footswitches 
to flip flop between the 
channels.

COLOSSEUM 
SWITCHING 
FEATURES

COLOSSEUM 
FOOSWITCH 
OPERATION
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HOW THE CLIPPING KNOB WORKS
Bill Finnegan himself said that 
“These diodes are the most 
important factor in how the circuit 
sounds when it’s being used to 
create distortion”. This is why we 
have carefully selected the perfect 
germanium diodes to capture the 
clasic Klon tone.

A pair of silicon diodes have been 
selected to offer a harder clipping 
texture but still retains the core 
Klon sound.
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How to use it:
Start with clipping 
all the way over to 
the Germanium side. 
Sweep towards silicon 
while playing to find 
your sweet spot.
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HOW THE CLEAN KNOB WORKS
As you can see from the scheme, 
the clean sound is taken at the 
input of the pedal and mixed back 
with the overdrive signal at the 
output. The overdrive sound never 
decreases; when you add clean 
sound to the mix you instantly feel 
the pick attack (clean sound is not 
compressed) and the bottom end 
(clean sound is not filtered).
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How to use it:
Start with clean 
at zero and raise it 
gradually while 
playing to find 
your sweet spot.
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Your Colosseum.


